
 

 
 

Declaration of Performance 
 

No. CASEA-207 066 
 

Material 
Gypsum binders 
EN 13279-1 – A1 

 
Product Name 

Alpha 20, Alpha 30, Alpha 50, Alpha AGR 40, Spezial 40, Spezial 40W, Spezial 40S, Extra 62 
 

Intended Use 
gypsum binders for direct use or further processing (dry powder products) 

 
Producer 

CASEA GmbH, Pontelstr.3, D-99755 ELLRICH 
 

System of Assessment and Verification of Constancy of Performance 
System 4 

 
Declared Performance 

 
 

The manufacturer assumes the responsibility for the conformity of the construction product with the 
declared performance. 

 
 

Andreas Hübner – Manager Product Management 

(Name and Title) 

 
 
 

_Ellrich, the 01th of January 2014____ 
(Place and Date) 

 

_____________________________ 
(Signed) 

 
Enclosed: 

Material Safety Data Sheet 
 
 
 

Test Parameter Performance Harmonized Technical Specification 
Reaction to fire A1 EN 13279 -1: 2008 

Content of calcium sulphate ≥ 50 % EN 13279 -1: 2008 

Direct airborne sound insulation NPD EN 13279 -1: 2008 

Acoustic absorption NPD EN 13279 -1: 2008 

Thermal resistance NPD EN 13279 -1: 2008 

Dangerous substances NPD EN 13279 -1: 2008 



 

 
 
 

CE-Marking: 
Alpha 20, Alpha 30, Alpha 50, Alpha AGR 40 , Spezial 40, Spezial 40W, Spezial 40S, Extra 62 
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CASEA-207 066 

 
EN 13279 -1: 2008 

 

Gypsum binder 
A1 

gypsum binders for direct use or further 
processing 

(dry powder products) 
 

Reaction to fire A1 

Content of calcium sulphate ≥ 50 % 

Direct airborne sound insulation NPD 

Acoustic absorption NPD 

Thermal resistance NPD 

Dangerous substances NPD 
 NPD  = No Performance Determined 

 


